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EP120

Corner Crimpers

For pressing profiles with a height of up to 68 mm

Extremely high pressing force due to large-volume bellows cylinder (maintenance free)
The machine is easy to adjust and operate

Counter bearing can be positioned pneumatically, mechanical locking

Support arms and pressing blades included as standard

® 2-hand operation

Options
® Additional support
® Special pressing blade

elumatec AG Tel +49 7041-14-184 The right to make technical alterations is
Pinacher StraRe, 61 sales@elumatec.com reserved.
75417 Muhlacker www.elumatec.com

Germany



elumatec

Corner crimper EP 120 Corner crimper EP 120

elumatec AG Tel +49 7041-14-184
Pinacher StraRe, 61 sales@elumatec.com
75417 Muhlacker www.elumatec.com
Germany

TECHNICAL SHEET

12/07/2025

The right to make technical alterations is
reserved.



— elumatec

EP 120 / CORNER CRIMPERS

TECHNICAL SHEET
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Pressing height 68 mm

® Pressing force 40 kN (4 t)

Pneumatic drive

Compressed air supply 7 bar

Air consumption per working cycle 30 |

® Length 650 mm, depth 820 mm, height 1,270 mm, weight 205 kg

elumatec AG Tel +49 7041-14-184
Pinacher StraRe, 61 sales@elumatec.com
75417 Muhlacker www.elumatec.com

Germany

The right to make technical alterations is
reserved.



